ETHERNET CABLE

VERICOM

CABLING & COMMUNICATION SOLUTIONS

AT-A-GLANCE

CABLE TYPE CATE Unshielded Snagless Patch Cords

PRODUCT SPECIFICATIONS
SPECIFICATIONS

COLOR Available In Multiple Colors

PACKAGING Bulk

AVAIL. LENGTHS

16,20 30, 40 50, 66, TR I10f, 151t 251,
50 ft, 75 ft, 100 ft

TECHNICAL ILLUSTRATION
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Cable Construction 23 AWG U/UTP X 4P
Conductor Material Stranded Copper

# of Strands Per Conductor T

Insulation Material PE

P1 White-Blue ! Blue

P2 White-Orange / Orange
P3 White-Green | Green
P4 White-Brown / Brown
Cross Filler Yes

Jacket Material PVC

Connector Type CATE Male RJ45
Connector Contacts Brass, Gold Plated
Plug Insertion Life Span = 1000

Overall Temperature Rating 75°C

Voltage Rating 300 vV

FEATURES & BENEFITS

« Applicable to 10GBASE-T MNetworks, High-5peed Internet,
DsL f Cable Modem, Telecommunications,
Commercial / Residential

+ Adheres to I50/IEC 11801, TIA/EIA-568-C.2 standards and is
RoHS compliant

« Frequency rated up to 550 MHz

+ Snagless Molded Boot Construction

« Lifetime Warranty - durable construction for years of reliable
trouble-free service
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VERICOM® CAT6 UNSHIELDED SNAGLESS
PATCH CORDS

We offer these snagless CATE U/UTP patch cords as

a quality solution for use with high-speed Internet,
DSL/Cable modem, home networking and fast Ethernet
connections. CATE is a cable standard for Gigabit Ethernet
and is backward compatible with CATSe standards. RJ45
connectors with molded strain relief boots make these a
perfect fit for your networking needs. These CATE patch
cords come with a lifetime warranty.
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CABLE MARKING

4P PATCH CABLE CATE UTP ISO/IEC 11801 & EN 50288 &
TIAEIA S68C.2
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